Female Header Pitch:2.00mm Series Odiaaisiw

FeLlr Renf Sielgnt BUF e 47Y 20 el (+86)0755-28248661/2,3

Fax:(+86)0755-27857873

SPECIFICATIONS (i K2 %0):

Current Rating (%l & HL yit): 2.0 AMP
Contact Resistance (3% fiilt Hi FH): 30mQ Max
Insulation Resistance (442 H fl):  1000MQ Min
Withstand Voltage (fiif [k ) 500VAC/minute
Operation Temperature (. {E 7 J&): -40°C to +105°C

MATERIALS (¥ Ji):

Contact Material (% fili {1: £ Ji%): Phosphor Bronze
Contact Plating (32 fifi {1 Ho #%): Gold or Tin over 50 u "Ni
Insulator Material (4 %k 14 4 Ji%): Polyester(UL94V-0)

Standard: PA66
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Recommended PCB Board Layout

O rd erin g COd € @ Number of row: @ Contact Plated Material Type
DINGIBIGICIVIOIO) 4=Four row 0=Tin 0=PPS
3=Triple row 1=Gold Flash 1=PBT
47Y20 A 4120S 1 4 1 0 (5) Numberof Contacts: 2=Gold 3u" 2=LCP
: 3=Gold 5u" 3=Nylon-9T
Four row(4$F)=008(4x2) to 160(4x40)  4=Goid 10u" 4=Nylon-6T
(1) series No.: (3) Insulator Height: Triple row(3HE)=006(3x2) to 120(3x40)  5=Gold 15u" 5=PA46
47Y = Female Header A=6.35mm @ Tail & Mounting Style: 6= Gold 30u" @ Color:1=Black
S=Straight DIP type A=Gold 1.50" '
(2) Pitch: 20 =2.00mm B=Cold 2u Customer Request
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