Ejector Header

Pitch:2.00mm

Series
4301 20

CIFICATIONS ($ A 2 $1):

urrent Rating (%l & L ¥it):
Contact Resistance (42 fill H1, FlL):
Insulation Resistance (4 %k Hi Fl1):
Withstand Voltage (i [ 1K)
Operation Temperature (L {E i &): -40°C to +105°C

MATERIALS (¥ Ji%):

@@@@@@@@@@

Contact Material (3% filt {4 #4 Jii):
Contact Plating (32 fi £ H1 9%):
Insulator Material (4% %k 741 Ji):
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2.0 AMP

20mQ Max
1000MQ Min
500VAC/minute

Brass
Gold or Tin over 50 u "Ni
Polyester(UL94V-0)

Standard: PBT
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H=16. 95mm/H1[JSHORT LATCH/[ ][ ][]
H=21.00mm/H2 (LONG LATCH/EE)

Orderl ng COde @ Insulator Height: @
D 23DEOT®© e
430120116 S 1 1 B 0
@ Number of Contacts:
@ Series No.: 06Pin~64Pin
4301 = Ejector Header (5) Tail & Mounting Style:
@ Pitch: S=Straight Dip Type
20=2.00x2.00 R=Right Angle Dip Type
) ’ M=S.M.T Type
12=1.27x1.27

Contact Plated @ Material Type @ Color:
0=Tin 0=PPS B=Black
1=Gold Flash 1=PBT U=Blue
2=Gold 3u" 2=LCP R=Red
3=Gold 5u" 3=Nylon-9T W=White
4=Gold 10u" 4=Nylon-6T Y=Yellow
5=Gold 15u" 5=PA46 G=Grey
6= Gold 30u"

A=Gold 1 5u" () Customer Request

B=Gold 2u"
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